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211 Buchse
e DIN EN 10241
>_ Wst. 316
Abnahmepriifzeugnis
- gem. EN 10204-3.1
O Auch in gedrehter Ausfiihrung lieferbar !
inch inch DN DN L SW Ausf. Artikel-Nr.
mm mm mm mm
1/4" 1/8" 8 6 15,2 16 guss 211
3/8" 1/8" 10 6 16,5 18 guss 211
3/8" 1/4" 10 8 16,5 18 guss 211
1/2" 1/8" 15 6 21,0 26 guss 211
1/2" 1/4" 15 8 21,0 26 guss 211
1/2" 3/8" 15 10 21,0 26 guss 211
3/4" 1/4" 20 8 24,0 30 guss 211
3/4" 3/8" 20 10 24,0 30 guss 211
3/4" 1/2" 20 15 24,0 30 guss 211
1" 1/4" 25 8 27,0 35 guss 211
1" 3/8" 25 10 27,0 35 guss 211
1" 1/2" 25 15 27,0 35 guss 211
1" 3/4" 25 20 27,0 35 guss 211
11/4" 3/8" 32 10 30,0 45 guss 211
11/4" 1/2" 32 15 30,0 45 guss 211
11/4" 3/4" 32 20 30,0 45 guss 211
11/4" 1" 32 25 38,0 45 guss 211
11/2" 1/2" 40 15 38,0 52 guss 211
11/2" 3/4" 40 20 38,0 52 guss 211
11/2" 1" 40 25 38,0 52 guss 211
11/2" 11/4" 40 32 38,0 52 guss 211
2" 1/2" 50 15 36,0 63 guss 211
2" 3/4" 50 20 36,0 63 guss 211
2" 1" 50 25 36,0 63 guss 211
2" 11/4" 50 32 36,0 63 guss 211
2" 11/2" 65 40 36,0 63 guss 211
21/2" 1" 65 25 45,0 81 guss 211
21/2" 11/4" 65 32 45,0 81 guss 211
21/2" 11/2" 65 40 45,0 81 guss 211
21/2" 2" 80 50 45,0 81 guss 211
3" 11/2" 80 40 47,0 95 guss 211
3" 2" 80 50 47,0 95 guss 211
3" 21/2" 80 65 47,0 95 guss 211
4" 2" 100 50 52,0 120 guss 211
4" 21/2" 100 65 52,0 120 guss 211
4" 3" 100 80 52,0 120 guss 211

* Auch in gedrehter Ausfiihrung lieferbar!

ALLE ANGABEN OHNE GEWAHR - TECHNISCHE ANDERUNGEN VORBEHALTEN!
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